LINED SEWER MAIN

HOUSE CONNECTION INSTALLED AS VCP or CEMENT HOST PIPE

PER "SPECIFICATIONS AND INSTRUCTIONS
FOR HOUSE DRAIN CONTRACTORS”.
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. PLACE AIR ENTRAINED CEMENT MORTAR UNDER AND AROUND NEW SEWER SERVICE SADDLE
CONNECTION. DO NOT ENCASE NEW SEWER SERVICE SADDLE CONNECTION.

2. AIR ENTRAINED CEMENT MORTAR TO BE UNDERGROUND UTILITY MIX COMPLYING WITH ASTM
C270 AND ASTM C387 (PLANT CERTIFIED OR BAG MIX).

3. NEW SEWER SERVICE SADDLE CONNECTION. SADDLE CASTING TO BE DUCTILE IRON, PER ASTM 536, GRADE 65—45-12,

AND FACTORY PAINTED. GASKET TO BE SBR PER ASTM D 2000 MBA 710 AND MADE FOR SEWER SERVICE. [
STAINLESS STEEL STRAP TO BE 300 SERIES STAINLESS STEEL, ADJUSTABLE, AND HAVE A MINIMUM WIDTH OF 3 INCHES. |

ALL BOLTS, NUTS, AND WASHERS TO BE 300 SERIES STAINLESS STEEL. USE ROMAC INDUSTRIES, INC. STYLE "CB” SADDLE
OR APPROVED EQUAL. INSTALL NEW SEWER SERVICE CONNECTION PRODUCT IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

4. CORE DRILL MAINLINE AND LINED SEWER TO ACCEPT NEW SEWER SERVICE SADDLE CONNECTION.
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| hereby certify that this plan, specification or ATETT] =1 TESTEZTE=D |
reporr;v:aa pre;:‘ll:xre'jdh t;y[me or témliar lTy dlrt;ct 5 PLACE 3—INCH MINIMUM AIR ENTRAINED CEMENT MORTAR AROUND FLEXIBLE COMPRESSION |
Professional Englneer under  the laws of the GASKET JOINT. PLACE AIR ENTRAINED CEMENT MORTAR UNDER FIRST PIPE BEND. DO NOT |
State of Mingegota ENCASE COMPRESSION GASKET TO SERVICE PIPE.. =
( é 6 AIR ENTRAINED CEMENT MORTAR TO BE UNDERGROUND UTILITY MIX COMPLYING WITH f
L A W N ASTM C270 AND ASTM C387 (PLANT CERTIFIED OR BAG MIX). f
AARON D. HASS 7 FLEXIBLE COMPRESSION GASKET COMPLYING WITH ASTM C564. USE "FERNCO MULTI TITE PIPE |
"PROFLO”, OR APPROVED EQUAL. g
Date  11-04-2019  Lic. No. 26424 8 CORE DRILL MAINLINE AND LINED SEWER TO ACCEPT FLEXIBLE COMPRESSION GASKET. {
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